
P
lease consult your electrician for hanging fixture and w

iring.
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: T
urn off the pow

er at the m
ain fuse or circuit breaker box before starting installation

 Locate all hardw
are &

 com
ponents before discarding packaging
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              C
leaning &

 C
are:

C
lean w

ith soft cloth and a m
ild detergent.

D
o not use abrasive cleaner.

(A
) M

ounting bracket
(B

) W
ire N

uts
(F

) T
he lam

p  body
(C

)M
ounting screw

s

 S
tep.1: Tighten the bracket onto ceiling w

ith screw
s

 S
tep.2:  Insert the head of  safety chain into the bracket slot

 S
tep.3: Finish w

iring(Black for Live,W
hite for N

eutral, and G
reen/Yellow

              G
reen for  G

round.)

 S
tep.4: Slide lam

p into the clip of bracket till click

safety ch
ain
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The fixture is designed to dim
 w

ith an Electronic
Low

 Voltage dim
m

er. Dim
m

ing levels
w

ill vary by dim
m

er.
Below

 is a list of recom
m

ended dim
m

ers:
• Lutron DVELV-330P
• Lutron M

AELV-600M
• Lutron SAELV-153P
• Leviton IPL06-10Z
• Leviton 6674-PO

W
• Legrand Tru-U

niversal ADTP703TU
W

4
D

ue to inrush current w
attage should not

exceed 150 w
atts of product for a 600 w

att dim
m

er.

W
ARN

IN
G

: W
ires need to be connected to

driver found in canopy and should not be connected
 directly to pow

er source or a short m
ay occur

R


